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Appliance completely stainless from our 
own manufacture

Safety quick closure

Excellent, and therefore energy-saving 
all-round insulation

Classical microprocessor-control unit 
with program memory

Wide range of control facilities 
by specifying:
boiler temperature, cooking time, pre-set time,
core temperature, F-value, Delta cooking

KA 160
120 l boiler capacity

ELEKTRO

Connection 400 V AC

Connected load 9 kW

Pressure 2,5 bar

SURFACES

polished marbled

CAPACITY

for each insert basket of size 1/1, 
500 mm

1/3, 
180 mm 3 x 1/3 1/2, 

260 mm 2 x 1/2 Per layer 
per basket 

Product container

73/41 can 125 g 350 114 342 180 360

3073/58 can 200 g 260 80 240 110 220

73/110 can 400 g 120 30 90 60 120

99/33 can 200 g 245 85 255 115 230

15
99/50 can 300 g 150 45 135 80 160

99/63 can 400 g 115 30 90 55 110

99/119 can 800 g 60 15 45 30 60

86/70 Twist-Off glas 230 ml 140 42 126 63 126

2186/102 Twist-Off glas 300 ml 84 21 63 42 84

86/112 Twist-Off glas 430 ml 84 21 63 42 84

86/150 Twist-Off glas 720 ml 76 19 57 19 38 19
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The quantities in the basket are approximate.



Contact us today for more information or a personal 
consultation. Our experienced team will be happy to 
answer any questions you may have about the KORIMAT 
system. 

KORIMAT
Metallwarenfabrik GmbH
Gewerbeparkring 4
35756 Mittenaar-Ballersbach

Tel.	 +49 (0) 2772 576413-0
Fax	+49 (0) 2772 576413-15 

info@korimat.de
www.korimat.de

Personal advice 

DATA TRANSFER

Data transfer via E-Mail 
The customer‘s Email-address is entered and 
logs are sent from the devise.IOT

INSERT BASKET
in full format (1/1) and in stackable sizes 1/2 and 1/3 

BOILER FLOAT (WITH PERFORATION)
prevents flotation of cooked food

INTERMEDIATE LAYER (WITH PERFORATION)
stabilises individual cooked food layers

DISCHARGE SIEVE
retains solids when draining off boiling water

BASEPLATE 
compensates discharge gradient in boiler base

INSERT BASKET 1/1 
Interior Ø 460 mm 
height 500 mm 
weight 6,2 kg 
art.-No. 4122 406

INSERT BASKET 1/2 
Interior Ø 460 mm 
height 260 mm 
weight 4,7 kg 
art.-No. 4122 405

BOILER FLOAT 
Ø 490 mm 
perforation Ø 15 mm 
height 15 mm 
weight 2,3 kg 
art.-No. 4120 617

INTERMEDIATE LAYER 
Ø 420 mm 
perforation Ø 19 mm 
height 3 mm 
weight 0,3 kg 
art.-No. 4122 412

DISCHARGE SIEVE 
HxLxB 135x60x1 mm 
weight 0,2 kg 
art.-No. 4122 403

INSERT BASKET 1/3 
interior Ø 460 mm 
height 180 mm 
weight 2,7 kg 
art.-No. 4122 400

BASEPLATE 
Ø 490 mm 
height 15 mm 
weight 1,6 kg 
art.-No. 4160 401

REMOVEL HOOK 
6 mm 
art.-No. 4200 418

ACCESSORIES
KA 160

VACUUM ADAPTER

VACUUM ADAPTER 
(compressed air required) 
HxLxB 110x55x30 mm 
art.-No. 4120 866
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Fish

Can

Chicken

Glas

Beef

Meal-Tray

Pig

Stand-up 
pouches

Tube

Vegan
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